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6) Locate arm assemblies and one of  the cross rails.  Place a barrel nut in each hole in side  
of  cross rail.  Make sure that the threaded holes in barrel nuts line up with holes in ends 
of  rail and that the slotted end of  barrel nut is exposed (Figure 5).  Also, make sure that 
the rail marked “Front” is facing with the metal guards up and the front sticker to the 
inside of  the frame.   

8) Place Long JC bolt through top hole in outside of  arm assembly’s front leg and start it  
into a barrel nut in one of  the cross rails.  Be sure slotted end of  barrel nuts are toward 
inside of  frame.  DO NOT TIGHTEN!  If  bolt won’t start, use slotted screwdriver to 
position barrel nut.  Leave about 1/4” of  play.  Place Long JC bolt through bottom hole 
and start it, also leave 1/4” of  play.  Repeat procedure for other arm.  When all 4 bolts 
are set, gently pull back legs apart just past point of  armrest being parallel (Figure 5).   
 

9) Turn backrest/seat assembly over so slats are facing upward.  With backrest still lying 
flat on the floor, pick end of  seat up until it rests on backrest (Figure 6).   
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10) With the help of  a friend, pick up backrest/seat assembly and place into arm/cross rail  
assembly completed in step #8.  The two nylon rollers on backrest will slide into groove 
on inside of  each arm (Figure 7).  Pull backs of  arms together to hold seat in place.   

11)  Tighten JC bolts in front leg.  Fasten remaining cross rail to back legs of  arm assembly 
  as shown in Figure 5 but using Short JC bolts instead.  Tighten securely.   

Front Loading Conversion Instructions 

To Convert Into A Bed 

1) While standing in front of  the sofa-bed convertible, grasp the front seat rail.  Lift seat up 
about an inch, high enough to clear the plastic stops (Figure 1) 
 

2) Slowly pull the seat assembly toward you until the roller in the back leg rests at the     
bottom of  its groove (Figure 1).   
 

3) Set the seat section down (Figure 1).  
 

4) Push seat section back (about an inch) so that it locks into the bed position (Figure 2) 
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To Convert Into A Sofa 

1) While standing in front of  the sofa-bed convertible, lift the seat up and toward the 
backrest until the wooden kickers slide into notches in the backrest’s legs (Figure 3).        

 
2) Pull the seat forward about an inch to release it from the locked position (Figure 3).   

 
3) Push down on front end of  seat.  This will raise backrest into its sofa position (Figure 4).   

 
4) When the seat comes to rest on the front cross rail, push the seat backwards until the 

plastic stops fall behind the rail.   
 

NOTE:  If  you have any difficulties, check that the backrest is out of  the locked position 
and that the kickers are in proper position.   

Warranty Notice 
 

FAILURE TO FOLLOW FRONT LOAD CONVERSION 
INSTRUCTIONS WILL CANCEL WARRANTY 




